AIR COMPRESSORS

TS SERIES

Fixed-speed Rotary Screw Air Compressor
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If you constantly use air compressors at
work, SWAN direct drive models are your
best option. Few moving components (no
intermediate pulleys or belts), life and
reliability are the highest, TS series can
withstand constant use in industrial setting.
Since the crankshaft is attached directly to
the motor, less energy is lost during
operation. This energy efficiency makes
TS series to be economical choice for
heavy industrial uses.

Sound insulation material combined with
excellent rigid structure design.

Smart control panel ensures the smooth
starting and other multiple function,
self-check, service reminder, faults indicator
or sequential control, etc. that bring user
extremely experience.
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Main motor

Screw air end

Oil separator tank

il level indicator

Oil separator element
Qil recovery pipe
Suction filter

Suction valve

Minimum pressure check valve

oil ™

Compressed air

After cooler
Compressed air outlet
Oil cooler

Oil filter

Unloading valve
Regulator

Pressure sensor

Cooling fan




TS series

+ TS-AD SERIES

Model | T5-22-AD T5-37-AD T5-55-AD T5-75-AD

Suction Air Conditions 1 Atm, 2~40°C

Air Discharge Temperature *C = Ambient Temp +13°C

Working Pressure kafem* g 10 8 10 8 B

Free air Delivery(F.A.D) m3/min 35 6.19 9.3 12.619
Motor Rated Horsepower  kW/HP  22/30 25/34 37750 45/80 55/75 75/100
Moise Level dB{A) 70 74 78 7l

Power Transmitting Couplings

Air Discharge Connection BT 1% 1¥%" 2 214"
Outer Dimensions mm  1460x900x1450  1650x1175x1580 2100x1350x1675 248014352000
Weight kg 713 1060 1075 1620 2220

# Reserve the right to alter design or specifications. Due to time lag, actual specification may differ from that shown above,
#0ther specific requirement about working pressure, horsepower, air delivery, etc. are available upon request.







TS series

ACTIVE
OIL REMOVAL
AIR TANK o CAREBON
FILTER

#We supply different grade of air filtrating systems to meet various applications.

+ Compressed Air Purifying System

TS Permanent Magnet
Coaxial Air Compressors

Main Line
Filter ARF

Air Tank Dryer

—%—’ General Air-supply Equipment

Filter
ARB
General Air-supply Equipment
General Painting
Instrumental Controller
Filter Filter
ARB ARA
Precision Painting
’ Food And Beverage Industry
Electronic Industry
Filter Filter Filter
ARB ARA ACA

Electric Industry
A ———— Powder Coating
Powder Conveying System

Filter Filter Dessicant Filter
ARB ARA, Dryer ACA

: Food And Beverage Industry
Pharmaceutical Industry
' ' Medical And Hospital Supplies

Filter Microbial
ACA  Treatment
Equipment

¥ Compressed air purifying system is subject to the required quality of compressed air.
If there is any questions on the equipment assembly, please feel free to contact us.
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¢ How to install the air compressor properly

Locate the air compressor unit at good ventilation area
and avoid exposure to sunlight and rainy environment.
The location should be dry and free from dust and
corrosive materials. The ambient temperature
should be controlled within the allowable range to prevent
too high or too low temperature to affect the compressor
performance.

If the compressor is installed in a place with lots of dusts

and impurities, additional dust filter installation will be needed.

Ensure the floor is level and of sufficient strength, to lower
the vibration during operation. Keeping a distance of more
than 100cm against the wall to help heat dissipation and air
circulation surrounding the air compressor unit.

& When the above said conditions
cannot be met...

Please confirm there is enough space for air intake and air
discharge.

Please use a ventilation fan or air discharge duct te ensure
sufficient heat dissipation.

A.Without Air Flow Duct

___Ventilation Fan

Air Inlet

Air Suction ™
V<4 my/s

T

1 Install the ventilation fan above the air compressor
outlet port , and install the air inlet at the lower area.

2 The wind speed at the air inlet area should be lower
than 2M/s.

B.With Air Flow Duct

Air Discharge
Ventilation Fan

Indoor

Ventilation

Fan
Auxiliary Device
(canvas airway)

. between
A . 200mm-300mm

1 An auxiliary device should be installed between the suction
port of the air duct and the compressor air outlet port.
The distance between them should be kept
to ensure the normal fan operation.
2 The wind speed at the air inlet area should be lower than 2M/s.

Required air ventilation volume for screw air compressor (not included air dryer)
dploialondeitiat B Y 11 15 18 22 30 37 45 55 75 90 110
enyation et vole m¥min 110 150 180 220 300 370 450 550 750 900 1100
B e oo 050 069 090 112 137 180 205 250 340 410 5.00
sontiaion aiyolame mi/min 40 60 80 100 120 135 157 192 262 314 384
B i o EICD N 2 018 026 034 043 052 058 069 084 115 137 168
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TOMNG CHENG IRON WORKS CO., LTD.
No. 16, Sec. 2, Ta Chin Street, South Dist., Taichung 402026, Taiwan
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@ www.swan-aircompressor.com
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